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INCREASE RADIUS ON SOUTH SIDE OF
RSP COMPOUND ACCESS AND PROVIDE
NEW CONTAINMENT KERB TO PREVENT
VEHICLE OVERUNNING
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PRIORITY SIGNING FOR SOUTHBOUND
TRAFFIC PAST RAILWAY COTTAGE AND

Priority owver

gk MODIFIED HUMP SECTION
drawing 101
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PRIORITY FOR SOUTHBOUND TRAFFIC L) 22 . EXISTING PRONOUNCED HUMP IN
' ROAD PROVIDED WITH GRADUATED OPTION 1: PASSING PLACES
APPROACHES TO SOFTEN CHANGE IN
GRADIENT AND REDUCE THE
POTENTIAL FOR GROUNDING AND GENERAL NOTES:
NOISE AND CLATTER. EXISTING ROAD
- : 1. PASSING PLACES (PP) TO BE FORMED BY SHALLOW-DIG CELLULAR SYSTEM
WIDTH AND "SUMMIT" LEVEL RETAINED (E.G. GRASSCRETE, OR SIMILAR) PROVIDING LOCALISED 6.0m OVERALL ROAD WIDTH,
FOR ACCESS TO RAILWAY COTTAGE WITH PERMEABLE DRAINAGE TO SUB-STRATA. PASSING PLACES ARE LOCATED AND
SPECIFIED WITH SHALLOW-DIG CELLULAR SYSTEM SO TO MINIMISE IMPACT OF THEIR
NEW SECTION OF PRIORITY WORKING CONSTRUCTION ON EXISTING TREE ROOT PROTECTION AREAS.
PAST RAILWAY COTTAGE, PRIORITY 2. THE DRAWING IS BASED ON A TOPOGRAPHIC SURVEY UNDERTAKEN BY PLANDESCIL
FOR SOUTHBOUND TRAFFIC. SERVING Give way to F) P ”G" " REF 17697 IN CONJUNCTION WITH DIGITAL OS MAPPING.
TO REDUCE POTENTIAL FOR TWO-WAY oncoming
3. ANY EXCAVATION CLOSE TO TREES/HEDGES TO BE CARRIED OUT IN ACCORDANCE

HGV TRAFFIC PAST RAILWAY COTTAGE
AT ANY ONE TIME

WITH NJUG GUIDELINES.

4. SERVICES ARE TO BE PROTECTED IN ACCORDANCE WITH THE REQUIREMENTS OF THE
RELEVANT STATUTORY AUTHORITIES.

AGRICULTURAL FIELD

5. TO BE READ IN CONJUNCTION WITH ALL OTHER LAYOUT AND DETAIL DRAWINGS.

AGRICULTURAL FIELD

6. ACCESS FOR PEDESTRIANS AND CYCLISTS IS TO BE MAINTAINED AT ALL TIMES.
ACCESSES TO PROPERTIES ARE TO BE MAINTAINED AND WORKS PROGRAMMED IN
CONSULTATION WITH PROPERTY OWNERS.

AGRICULTURAL FIELD

7.  ANY ROAD MARKINGS/ROAD SIGNS ARE TO BE IN ACCORDANCE WITH THE Sl
DOCUMENT "TRAFFIC SIGNS REGULATIONS AND GENERAL DIRECTIONS, 2016"
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| As Required |
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TYPICAL GRASSCRETE PAVING AFTER INSTALLATION mesh diameter of 10mm. , : GRASSCRETE LAY-BY DETAIL
NSTRUCTION OF ROAD WIDENIN
EXISTING CARRIAGEWAY CONSTRUCTION CONSTRUCTION OF RO G
| SURFACE COURSE
— SURFACE COURSE o 40mm THICK HRA 30/14F SURF 40/60REC, WITH 20mm PRE COATED CHIPPINGS TO COMPLY TO BS EN 13108-4 - OR 40mm OF 10mm
30-35mm OF AC/HRA or simila HAPAS CERTIFIED THIN SURFACE COURSE, TO COMPLY WITH CLAUSE 942 OF THE SPECIFICATION FOR HIGHWAY WORKS - OR
40mm OF HRA 55/10F SURF 40/60 REC, TO COMPLY TO BSEN 13108 HOT ROLLED ASPHALT.
— BINDER COURSE
50-65mm OF AC/HRA or similar BINDER COURSE
60mm OF AC 20 DENSE BIN 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT CONCRETE - OR 60mm HRA 60/20BIN 40/60 REC,
BASE COURSE , TO COMPLY WITH BS EN 13108-4 HOT ROLLED ASPHALT.
B 70-100mm of made ground (compacted granular material)
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Filter Drain to be provided along the both
sides of The Street (With the exception of the
Old Railway Gatehouse frontage). Water to
be discharged for filtration intfo the ground,
as existing.

Give way to
oncoming
vehicles

KEY:

- PROPOSED PASSING PLACES/ROAD WIDENING

~—— TRIMMING BACK OF VEGETATION

@ TREE ROOT PROTECTION AREAS

I:I RESHAPING OF THE EXISTING HUMP AT THE RAILWAY COTTAGE
FILTER DRAIN ALONG BOTH SIDES OF THE STREET REGRADING

s D|SHED CHANNEL ALONG COTTAGE FRONTAGE

ROAD LAYOUT - THE STREET, ADJACENT TO
THE OLD RAILWAY GATEHOUSE

SCALE: 1:250

DATUM 47.000 AOD

Existing vertical alignment on The Street

— Proposed vertical alignment on The Street Existing
Access
Max. build up approx. 330mm

Railway Cottage existing access levels to be maintained

EXISTING CHAINAGE (m)

EXISTING LEVELS (m)

PROPOSED CHAINAGE (m)
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A - A' LONGITUDINAL SECTON - THE STREET, ADJACENT TO THE OLD RAILWAY GATEHOUSE

SCALE: H:1:500 V:1:100

255X125 Dished Channel to be provided
along the frontage of the Old Railway
Gatehouse to avoid water from the road

Old Railway
Gatehouse

Existing road construction to be maintained in

- CONSTRUCTION OF ROAD REGRADING

SURFACE COURSE: 40mm THICK HRA 30/14F SURF 40/60REC, WITH 20mm PRE COATED CHIPPINGS TO COMPLY TO BS EN
13108-4 - OR 40mm OF 10mm HAPAS CERTIFIED THIN SURFACE COURSE, TO COMPLY WITH CLAUSE 942 OF THE
SPECIFICATION FOR HIGHWAY WORKS - OR 40mm OF HRA 55/10F SURF 40/60 REC, TO COMPLY TO BSEN 13108 HOT
ROLLED ASPHALT.

BINDER COURSE: 60mm OF AC 20 DENSE BIN 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT CONCRETE - OR 60mm
HRA 60/20BIN 40/60 REC, TO COMPLY WITH BS EN 13108-4 HOT ROLLED ASPHALT.

BASE COURSE: 200mm OF AC 32 DENSE BASE 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT CONCRETE (TO BE LAID
IN TWO LAYERS).

NOTES: WHERE DEPTHS OF REGRADING BELOW 100M EXCLUDE BASE COURSE, AND WHERE
BELOW 60MM EXCLUDE BINDER COURSE. THIS TO BE AGREED WITHNCC HIGHWAYS AT
ETAIL DESIGN STAGE.

255X125 Dished Channel to
be provided along the
frontage of the Old Railway
Gatehouse.

The Street. Existing surface course to be scarified
along the regrading to accommodate the new

construction. See drawing 1554_03_110 for
existing road construction details.

Filter Drain with perforated pipe to be provided
along both sides of The Street where regrading
of the hump is proposed (except along the
frontage of the Old Railway Gatehouse where

a dished channelis ).

B - B' CROSS SECTION- THE STREET, ALONG TO THE OLD RAILWAY GATEHOUSE FRONTAGE

SCALE: 1:50
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>
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CONSTRUCTION OF ROAD REGRADING

SURFACE COURSE: 40mm THICK HRA 30/14F SURF 40/60REC, WITH 20mm PRE COATED CHIPPINGS TO
COMPLY TO BS EN 13108-4 - OR 40mm OF 10mm HAPAS CERTIFIED THIN SURFACE COURSE, TO COMPLY
WITH CLAUSE 942 OF THE SPECIFICATION FOR HIGHWAY WORKS - OR 40mm OF HRA 55/10F SURF 40/60
REC, TO COMPLY TO BSEN 13108 HOT ROLLED ASPHALT.

BINDER COURSE: 60mm OF AC 20 DENSE BIN 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT
CONCRETE - OR 60mm HRA 60/20BIN 40/60 REC, TO COMPLY WITH BS EN 13108-4 HOT ROLLED ASPHALT.

BASE COURSE: 200mm OF AC 32 DENSE BASE 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT
CONCRETE (TO BE LAID IN TWO LAYERS).

NOTES: WHERE DEPTHS OF REGRADING BELOW 100M EXCLUDE BASE
COURSE, AND WHERE BELOW 60MM EXCLUDE BINDER COURSE.
THIS TO BE AGREED WITH NCC HIGHWAYS AT DETAIL DESIGN STAGE.

\)
APV \ .‘,I“)W1ﬂ, ".

Existing road construction to be maintained in
The Street. Existing surface course to be scarified
along the regrading fo accommodate the new
construction. See drawing 1554_03_110 for
existing road construction details.

y/ /Y.

Filter Drain with perforated pipe to be
provided along both sides of The
Street where regrading of the hump is
proposed (except along the frontage
of the Old Railway Gatehouse where
a dished channel is proposed instead
to avoid any collision with the
foundations of the house ).

SECTION- THE STREET, OUTSIDE THE OLD RAILWAY GATEHOUSE FRONTAGE

SCALE: 1:50

75mm @ PERFORATED PIPE
WRAPPED IN MEMBRANE
LAID AT 1:150

GRANULAR CLASS B
FILTER MATERIAL TO
CLAUSE 505 SHW

PERMEABLE

GEOTEXTILE\ %5

. 450
7{Min Depth

FILTER TRENCH
SCALE 1:20

Orsted
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2. ANY EXCAVATION CLOSE TO TREES/HEDGES TO BE CARRIED OUT IN ACCORDANCE WITH
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3. SERVICES ARE TO BE PROTECTED IN ACCORDANCE WITH THE REQUIREMENTS OF THE
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4. TO BE READ IN CONJUNCTION WITH ALL OTHER LAYOUT AND DETAIL DRAWINGS.

5. ACCESS FOR PEDESTRIANS AND CYCLISTS IS TO BE MAINTAINED AT ALL TIMES. ACCESSES
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