From: Dominika Phillips <DOMPH@orsted.co.uk>

Sent: 08 February 2019 21:08

To: KJ Johansson <KJ.JOHANSSON @ planninginspectorate.gov.uk>; Kay Sully <Kay.Sully@pins.gsi.gov.uk>; Hornsea Project Three
<HornseaProjectThree@pins.gsi.gov.uk>

Cc: Andrew Guyton <ANGUY@orsted.co.uk>; Stuart Livesey <STLIV@orsted.co.uk>

Subject: Hornsea Project Three (UK) Ltd response to Deadline 6 (Part 2)

Dear Kay, K-J

Please find attached the 2" instalment of documents.

Best regards,
Dr Dominika Chalder PIEMA
Environment and Consent Manager

Environmental Management UK} Wind Power
5 Howick Place | London | SW1P 1WG
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OPTION 1: PASSING PLACES

GENERAL NOTES:

1.

PASSING PLACES (PP) TO BE FORMED BY SHALLOW-DIG CELLULAR SYSTEM
(E.G. GRASSCRETE, OR SIMILAR) PROVIDING LOCALISED 6.0m OVERALL ROAD WIDTH,
WITH PERMEABLE DRAINAGE TO SUB-STRATA. PASSING PLACES ARE LOCATED AND
SPECIFIED WITH SHALLOW-DIG CELLULAR SYSTEM SO TO MINIMISE IMPACT OF THEIR
CONSTRUCTION ON EXISTING TREE ROOT PROTECTION AREAS.

THE DRAWING IS BASED ON A TOPOGRAPHIC SURVEY UNDERTAKEN BY PLANDESCIL
REF 17697 IN CONJUNCTION WITH DIGITAL OS MAPPING.

ANY EXCAVATION CLOSE TO TREES/HEDGES TO BE CARRIED OUT IN ACCORDANCE
WITH NJUG GUIDELINES.

SERVICES ARE TO BE PROTECTED IN ACCORDANCE WITH THE REQUIREMENTS OF THE
RELEVANT STATUTORY AUTHORITIES.

TO BE READ IN CONJUNCTION WITH ALL OTHER LAYOUT AND DETAIL DRAWINGS.
ACCESS FOR PEDESTRIANS AND CYCLISTS IS TO BE MAINTAINED AT ALL TIMES.
ACCESSES TO PROPERTIES ARE TO BE MAINTAINED AND WORKS PROGRAMMED IN
CONSULTATION WITH PROPERTY OWNERS.

ANY ROAD MARKINGS/ROAD SIGNS ARE TO BE IN ACCORDANCE WITH THE Sl
DOCUMENT "TRAFFIC SIGNS REGULATIONS AND GENERAL DIRECTIONS, 2016"

© Crown Copyright 2018. All rights reserved. Licence number 100022432

Create Consulting Engineers accept no responsibility for any unauthorised amendments
to this drawing. Only figured dimensions are to be worked to. | COPYRIGHT © RESERVED |

15.11.18 | ROAD WIDENING ON THE BEND EC Pz

REV

DATE AMENDMENT DETAILS DRAWN [APPROVED

Telephone: 01603 877010

PROJECT DATE DRAWING STATUS
HORNSEA 3 18.09.18 | INFORMATION
OFF-SHORE WIND FARM SCALE(S) DESIGNED | DRAWN
1:1,000 MDA MDA
DRAWING TITLE CHECKED | APPROVED
PROPOSED IMPROVEMENTS Pz Pz
THE STREET, OULTON (OPTION 1) JOB No
:EENETT il DRAWINGL554 REVISION C re O Te
ORSTED ° CONSULTING
03/101 A ENGINEERS LTD

www.Ccreateconsultingengineers.co.uk

ORIGINAL SHEET SIZE - A1 Landscape

DO NOT SCALE



AutoCAD SHX Text

HOLT      60 MPH      NORWICH



AutoCAD SHX Text

HOLT      60 MPH      NORWICH



AutoCAD SHX Text

FIELD ACCESS TRACK



AutoCAD SHX Text

UNCLASSIFIED ROAD



AutoCAD SHX Text

HAYDEN ROAD



AutoCAD SHX Text

HOLT      60 MPH      NORWICH





A48T, : B \oT. Topfo AT EESH [eVel 5416

R Yo

4621
N x@%/ogg,efscamp 4

TP

K .
X 3 Top of, heksy
a2 34943
. o
< [RLEES e Teve
,46.70 g ‘ TR PR,
. ; X]é%/.o biepgcancry
AGRICULTURAL FIELD : i - X < je ,*‘, 7't .
5 ot . : > ’ TR LEgefpcanopy TR p)
o g . o s X
o ) \
39

,,,,,
7 G
X

X
ERPbg e

TR bt

XI@%F%‘F&*””""V

4722

JRPREe

,48.00

790 SONEREEE

48.01

INCREASE RADIUS ON SOUTH SIDE OF
RSP COMPOUND ACCESS AND PROVIDE
NEW CONTAINMENT KERB TO PREVENT
VEHICLE OVERUNNING

drawing 102
IR LEgegzcanoPy

PP H"

icSign

AGRICULTURAL FIELD AGRICULTU

ogéi%canop y

ElpslrigteReless [op plizeg,canopy

PRIORITY SIGNING FOR SOUTHBOUND
TRAFFIC PAST RAILWAY COTTAGE AND

Priority owver

gk MODIFIED HUMP SECTION
drawing 101
| NTS
L‘&‘éj’%‘iefs 7 )
PRIORITY FOR SOUTHBOUND TRAFFIC L) 22 . EXISTING PRONOUNCED HUMP IN
' ROAD PROVIDED WITH GRADUATED OPTION 1: PASSING PLACES
APPROACHES TO SOFTEN CHANGE IN
GRADIENT AND REDUCE THE
POTENTIAL FOR GROUNDING AND GENERAL NOTES:
NOISE AND CLATTER. EXISTING ROAD
- : 1. PASSING PLACES (PP) TO BE FORMED BY SHALLOW-DIG CELLULAR SYSTEM
WIDTH AND "SUMMIT" LEVEL RETAINED (E.G. GRASSCRETE, OR SIMILAR) PROVIDING LOCALISED 6.0m OVERALL ROAD WIDTH,
FOR ACCESS TO RAILWAY COTTAGE WITH PERMEABLE DRAINAGE TO SUB-STRATA. PASSING PLACES ARE LOCATED AND
SPECIFIED WITH SHALLOW-DIG CELLULAR SYSTEM SO TO MINIMISE IMPACT OF THEIR
NEW SECTION OF PRIORITY WORKING CONSTRUCTION ON EXISTING TREE ROOT PROTECTION AREAS.
PAST RAILWAY COTTAGE, PRIORITY 2. THE DRAWING IS BASED ON A TOPOGRAPHIC SURVEY UNDERTAKEN BY PLANDESCIL
FOR SOUTHBOUND TRAFFIC. SERVING Give way to F) P ”G" " REF 17697 IN CONJUNCTION WITH DIGITAL OS MAPPING.
TO REDUCE POTENTIAL FOR TWO-WAY oncoming
3. ANY EXCAVATION CLOSE TO TREES/HEDGES TO BE CARRIED OUT IN ACCORDANCE

HGV TRAFFIC PAST RAILWAY COTTAGE
AT ANY ONE TIME

WITH NJUG GUIDELINES.

4. SERVICES ARE TO BE PROTECTED IN ACCORDANCE WITH THE REQUIREMENTS OF THE
RELEVANT STATUTORY AUTHORITIES.

AGRICULTURAL FIELD

5. TO BE READ IN CONJUNCTION WITH ALL OTHER LAYOUT AND DETAIL DRAWINGS.

AGRICULTURAL FIELD

6. ACCESS FOR PEDESTRIANS AND CYCLISTS IS TO BE MAINTAINED AT ALL TIMES.
ACCESSES TO PROPERTIES ARE TO BE MAINTAINED AND WORKS PROGRAMMED IN
CONSULTATION WITH PROPERTY OWNERS.

AGRICULTURAL FIELD

7.  ANY ROAD MARKINGS/ROAD SIGNS ARE TO BE IN ACCORDANCE WITH THE Sl
DOCUMENT "TRAFFIC SIGNS REGULATIONS AND GENERAL DIRECTIONS, 2016"

: k © Crown Copyright 2018. All rights reserved. Licence number 100022432

Create Consulting Engineers accept no responsibility for any unauthorised amendments
fo this drawing. Only figured dimensions are to be worked to. | COPYRIGHT © RESERVED |

A 15.11.18 | ROAD WIDENING ON THE BEND EC Pz

REV DATE AMENDMENT DETAILS DRAWN |APPROVED

Telephone: Ofele phori@d®1603 872010845 409 4520

ORIGINAL SHEET SIZE - A1 Landscape

PROJECT DATE DRAWING STATUS
HORNSEA 3 18.09.18 | INFORMATION
KEY: OFF-SHORE WIND FARM SCALE(S) DESIGNED | DRAWN
- 1:1,000 | MDA | MDA
”““““““I" VISIBILITY SPLAYS DRAWING TITLE CHECKED | APPROVED
PROPOSED IMPROVEMENTS Pz Pz
| PROPOSED PASSING PLACES/ROAD WIDENING THE STREET, OULTON (OPTION 1) JOB No
SHEET 2 OF 2
AGRICULTURAL FIELD e TRIMMING BACK OF VEGETATION 1554 CreO'I'e
CLIENT DRAWING No REVISION
[ FILTER TRENCH ORSTED CONSULTING
03/102 A ENGINEERS LTD
|| RE-GRADE EXISTING HUMP (RAILWAY COTTAGE)
O TREE ROOT PROTECTION AREAS Wwww.createconsultingengineers.co.uk

DO NOT SCALE




AutoCAD SHX Text

HOLT      60 MPH      NORWICH



AutoCAD SHX Text

FIELD ACCESS TRACK



AutoCAD SHX Text

UNCLASSIFIED ROAD



AutoCAD SHX Text

HAYDEN ROAD



AutoCAD SHX Text

HOLT      60 MPH      NORWICH





ORIGINAL SHEET SIZE - A1 Landscape

Expansion Joint Expansion Joint A Expansion Joint Expansion Joint
/ | R A4 | | | | 1
/ | 5 | | | N
N | ] | =
| < I o
| | x
| | | £
N | | |
@ 1 1 1
Max 10m | Max 10m ! Max 10m | Max 10m
CREATE
TYPICAL LAY-BY LAYOUT
A' Scale 1:10
Detail 1 Detail 2 Detail 3 Detail 4 Detail 5
............... GC2 (std) - -
o
3
T T o~ 7
Asphalt/Macadam
...... 1 s | |
oA | | GC2
| |
| |
L 1
Monolithically cast * Channel Kerb
solid concrete edge l
| As Required |
,,,,,,,,,, GC2, 150mm deep
! o e | Existing Road
""" Existing verge ¥ Construction
: ™ ‘ BS4483 meshtype A393
. — with a 200 x 200mm 200mm Sub-base
TYPICAL GRASSCRETE PAVING AFTER INSTALLATION mesh diameter of 10mm. ' _ GRASSCRETE LAY-BY DETAIL
A-A' Section )
Scale 1:20
NSTRUCTION OF ROAD WIDENIN
EXISTING CARRIAGEWAY CONSTRUCTION CONSTRUCTION OF RO <
| SURFACE COURSE
— SURFACE COURSE o 40mm THICK HRA 30/14F SURF 40/60REC, WITH 20mm PRE COATED CHIPPINGS TO COMPLY TO BS EN 13108-4 - OR 40mm OF 10mm
30-35mm OF AC/HRA or simila HAPAS CERTIFIED THIN SURFACE COURSE, TO COMPLY WITH CLAUSE 942 OF THE SPECIFICATION FOR HIGHWAY WORKS - OR
40mm OF HRA 55/10F SURF 40/60 REC, TO COMPLY TO BSEN 13108 HOT ROLLED ASPHALT.
L BINDER COURSE
50-65mm OF AC/HRA or similar BINDER COURSE
40mm OF AC 20 DENSE BIN 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT CONCRETE - OR 460mm HRA 60/20BIN 40/60 REC,
BASE COURSE , TO COMPLY WITH BS EN 13108-4 HOT ROLLED ASPHALT.
70-100mm of made ground (compacted granular material)
L BASE COURSE
SUBBASE o _ _ 200mm OF AC 32 DENSE BASE 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT CONCRETE (TO BE LAID IN TWO LAYERS).
Yellow brown silty slightly gravelly fine to medium SAND.
Gravel is subrounded to rounded fine to medium flint SUB-BASE
150mm MINIMUM OF TYPE 1 GRANULAR MATERIAL TO THE SPECIFICATION OF HIGHWAY WORKS, CLAUSE 803. (FOR CBR VALUES
LESS THAN 5% ADDITIONAL CAPPING MATERIAL IS REQUIRED)
THE STREET EXISTING CONSTRUCTION DETAIL THE STREET ROAD WIDENING CONSTRUCTION DETAIL
....... Not to Scale Not to Scale
""""""" NOTE: EXISTING ROAD CONSTRUCTION OBTAINED FROM PAVEMENT ASSESSMENT UNDERTAKEN BY AF HOWLAND ASSOCIATES ON THE
26TH NOVEMBER 2018. FOUR ROAD CORING TESTS UNDERTAKEN ALONG THE STREET. CBRO1 AND CBRO4 FROM THE ASSESSMENT
UNDERTAKEN WITHIN CARRIAGEWAY AND THE RESULTS WERE USED TO DETERMINE THE ROAD CONSTRUCTION OF THE STREET.
©Crown Copyright 2018. All rights reserved. Licence number 100022432
EXISTING PAVING 300
150 Create Consulting Engineers accept no responsibility for any unauthorised amendments
CONSTRUCTION AS to this drawing. Only figured dimensions are to be worked to. | COPYRIGHT © RESERVED |
— TYPICAL SECTION
GENERAL NOTES:
7 [ L L L L L L LS L LS 1.  GC2 GRASSCRETE IS RECOMMENDED FOR A 30-40 TONNE VEHICLE LOADING, v | oAt AMENDMENT DETALS SRAWN | APPROVED
HOT POURED 50 PENETRATION f]\ HOWEVER, THIS IS AN INDICATION WHEN THE LOAD IS BASED ON TYPICAL NUMBER OF
BITUMEN PAINTED TO SURFACE TYRES FOR VEHICLE TYPE, MULTIPLIED BY THE PERMISSIBLE POINT LOAD. FOR HEAVY
OF JOINT PRIOR TO LAYING GOODS VEHICLES THIS WILL NORMALLY FEATURE 10 TYRES BEING UTILISED TO Telephone: 01603 877010
SURFACING ACHIEVE A 40.0 TONNE CAPABILITY, HOWEVER FOR ABNORMAL LOADS WITH
MULTIPLE AXLES THIS HAS SEEN GRASSCRETE BEING USED FOR VEHICLES UP TO 220
KEY- 40mm MIN. DEEP SAW CUT TONNES GROSS VEHICLE WEIGHT. e —— T
THROUGH EXISTING CONSTRUCTION
I PROPOSED PASSING PLACES/ROAD WIDENING 10 FORM NEAT JOINT 2. THE DRAWING IS BASED ON A TOPOGRAPHIC SURVEY UNDERTAKEN BY PLANDESCIL HORNSEA 3 16.11.18 | INFORMATION
REF 17697 IN CONJUNCTION WITH DIGITAL OS MAPPING. OFF-SHORE WIND FARM SCALE(S) | DESIGNED | DRAWN
TRIMMING BACK OF VEGETATION ASSHOWN _EC EC
3. ANY EXCAVATION CLOSE TO TREES/HEDGES TO BE CARRIED OUT IN ACCORDANCE DRAWING TITLE CHECKED | APPROVED
Q TREE ROOT PROTECTION AREAS WITH NJUG GUIDELINES. PROPOSED IMPROVEMENTS PZ PZ
THE STREET, OULTON OB No
I WIDENING OF THE STREET (FULL CARRIAGEWAY CONSTRUCTION) TYPICAL DETAIL TIE-IN BETWEEN NEW & 4. SERVICES ARE TO BE PROTECTED IN ACCORDANCE WITH THE REQUIREMENTS OF THE CONSTRUCTION DETAILS 1554
EXISTING BITUMINOUS CONSTRUCTION RELEVANT STATUTORY AUTHORITIES. — e S C re CI Te
(o)
CONSULTING
. ) W .
SCALE 1:10 5. TO BE READ IN CONJUNCTION WITH ALL OTHER LAYOUT AND DETAIL DRAWINGS ORSTED 03/110 ENGINEERS LTD
THE STREET - ROAD WIDENING AND LAY-BY LAYOUT 6. ANY ROAD MARKINGS/ROAD SIGNS ARE TO BE IN ACCORDANCE WITH THE Sl
Soalo 1250 DOCUMENT "TRAFFIC SIGNS REGULATIONS AND GENERAL DIRECTIONS, 2016" - -
Scale 1:250 Wwww.createconsultingengineers.co.uk

DO NOT SCALE






CREATE

f—

Priority over
oncoming

vehicles

255X125 Dished Channel to be provided
along the frontage of the Old Railway
Gatehouse to avoid water from the road
into the house.

The Old

Railway Gatehouse

~—
T o=
-

Filter Drain to be provided along the both
sides of The Street (With the exception of the
Old Railway Gatehouse frontage). Water to
be discharged for filtration into the ground,
as existing.

Give way to
oncoming
vehicles

KEY:

- PROPOSED PASSING PLACES/ROAD WIDENING

~=— TRIMMING BACK OF VEGETATION

@ TREE ROOT PROTECTION AREAS

I:I RESHAPING OF THE EXISTING HUMP AT THE RAILWAY COTTAGE
FILTER DRAIN ALONG BOTH SIDES OF THE STREET REGRADING

s D|SHED CHANNEL ALONG COTTAGE FRONTAGE

ROAD LAYOUT - THE STREET, ADJACENT TO
THE OLD RAILWAY GATEHOUSE

SCALE: 1:250

DATUM 47.000 AOD

Existing vertical alignment on The Street

— Proposed vertical alignment on The Street Existing
Access
Max. build up approx. 330mm

Railway Cottage existing access levels to be maintained

T T T T T T I I I I T

o o o o o o o o oo < 0O o o o

S S S S S S S < OO S S S

EXISTING CHAINAGE (m) S 8 S S} S} 3 3 3 SESIE RSt S S S
; o o o o o o o — O o o o o

© o & 1<) < rg) NG = Do O o~ S = 1Y

T T T T T T T T T T T T T

5 3 3 3 2 S 3 2 32 239 3 5 3

EXISTING LEVELS (m) ~ N ~ N ~ ~ ~ N B 00 WD o © o
< < < < < < < < S 5 35 < < <

T T T T T T T T T T T T T

5 3 3 ] 2 S 3 - 39 999 5 o 3

PROPOSED CHAINAGE (m) NG ~ ~ g g ~ - % A S B o % poc
< < < < < < < < <5< 5 35 < < <

A - A' LONGITUDINAL SECTON - THE STREET, ADJACENT TO THE OLD RAILWAY GATEHOUSE

SCALE: H:1:500 V:1:100

- CONSTRUCTION OF ROAD REGRADING

SURFACE COURSE: 40mm THICK HRA 30/14F SURF 40/60REC, WITH 20mm PRE COATED CHIPPINGS TO COMPLY TO BS EN
13108-4 - OR 40mm OF 10mm HAPAS CERTIFIED THIN SURFACE COURSE, TO COMPLY WITH CLAUSE 942 OF THE
SPECIFICATION FOR HIGHWAY WORKS - OR 40mm OF HRA 55/10F SURF 40/60 REC, TO COMPLY TO BSEN 13108 HOT
ROLLED ASPHALT.

BINDER COURSE: 60mm OF AC 20 DENSE BIN 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT CONCRETE - OR 60mm
HRA 60/20BIN 40/60 REC, TO COMPLY WITH BS EN 13108-4 HOT ROLLED ASPHALT.

BASE COURSE: 200mm OF AC 32 DENSE BASE 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT CONCRETE (TO BE LAID
IN TWO LAYERS).

NOTES: WHERE DEPTHS OF REGRADING BELOW 100M EXCLUDE BASE COURSE, AND WHERE
BELOW 60MM EXCLUDE BINDER COURSE. THIS TO BE AGREED WITHNCC HIGHWAYS AT
ETAIL DESIGN STAGE.
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255X125 Dished Channel to
be provided along the
frontage of the Old Railway
Gatehouse.

The Street. Existing surface course to be scarified
along the regrading to accommodate the new

construction.

See drawing 1554.03_110 for

> ) ) Filter Drain with perforated pipe to be provided
existing road construction details.

along both sides of The Street where regrading
of the hump is proposed (except along the
frontage of the Old Railway Gatehouse where

a dished channelis ).

B - B' CROSS SECTION- THE STREET, ALONG TO THE OLD RAILWAY GATEHOUSE FRONTAGE

SCALE: 1:50

CONSTRUCTION OF ROAD REGRADING

SURFACE COURSE: 40mm THICK HRA 30/14F SURF 40/60REC, WITH 20mm PRE COATED CHIPPINGS TO
COMPLY TO BS EN 13108-4 - OR 40mm OF 10mm HAPAS CERTIFIED THIN SURFACE COURSE, TO COMPLY
WITH CLAUSE 942 OF THE SPECIFICATION FOR HIGHWAY WORKS - OR 40mm OF HRA 55/10F SURF 40/60
REC, TO COMPLY TO BSEN 13108 HOT ROLLED ASPHALT.

BINDER COURSE: 60mm OF AC 20 DENSE BIN 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT
CONCRETE - OR 60mm HRA 60/20BIN 40/60 REC, TO COMPLY WITH BS EN 13108-4 HOT ROLLED ASPHALT.

BASE COURSE: 200mm OF AC 32 DENSE BASE 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT
CONCRETE (TO BE LAID IN TWO LAYERS).

NOTES: WHERE DEPTHS OF REGRADING BELOW 100M EXCLUDE BASE
COURSE, AND WHERE BELOW 60MM EXCLUDE BINDER COURSE.
THIS TO BE AGREED WITH NCC HIGHWAYS AT DETAIL DESIGN STAGE.
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The Street. Existing surface course to be scarified
along the regrading fo accommodate the new
construction. See drawing 1554_03_110 for
existing road construction details.

NN
"' 5 ‘\“’.!‘uf“\dv-ﬁ‘"”'.‘\‘\f o lrr"v\llr‘"m

7DD,

Filter Drain with perforated pipe to be
provided along both sides of The
Street where regrading of the hump is
proposed (except along the frontage
of the Old Railway Gatehouse where
a dished channel is proposed instead
to avoid any collision with the
foundations of the house ).
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SCALE: 1:50
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- CONSTRUCTION OF ROAD REGRADING

SURFACE COURSE: 40mm THICK HRA 30/14F SURF 40/60REC, WITH 20mm PRE COATED CHIPPINGS TO COMPLY TO BS EN
13108-4 - OR 40mm OF 10mm HAPAS CERTIFIED THIN SURFACE COURSE, TO COMPLY WITH CLAUSE 942 OF THE
SPECIFICATION FOR HIGHWAY WORKS - OR 40mm OF HRA 55/10F SURF 40/60 REC, TO COMPLY TO BSEN 13108 HOT
ROLLED ASPHALT.

BINDER COURSE: 60mm OF AC 20 DENSE BIN 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT CONCRETE - OR 60mm
HRA 60/20BIN 40/60 REC, TO COMPLY WITH BS EN 13108-4 HOT ROLLED ASPHALT.

BASE COURSE: 200mm OF AC 32 DENSE BASE 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT CONCRETE (TO BE LAID
IN TWO LAYERS).

NOTES: WHERE DEPTHS OF REGRADING BELOW 100M EXCLUDE BASE COURSE, AND WHERE
BELOW 60MM EXCLUDE BINDER COURSE. THIS TO BE AGREED WITHNCC HIGHWAYS AT
ETAIL DESIGN STAGE.
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REC, TO COMPLY TO BSEN 13108 HOT ROLLED ASPHALT.

BINDER COURSE: 60mm OF AC 20 DENSE BIN 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT
CONCRETE - OR 60mm HRA 60/20BIN 40/60 REC, TO COMPLY WITH BS EN 13108-4 HOT ROLLED ASPHALT.

BASE COURSE: 200mm OF AC 32 DENSE BASE 40/60 REC, TO COMPLY WITH BS EN 13108-1 ASPHALT
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NOTES: WHERE DEPTHS OF REGRADING BELOW 100M EXCLUDE BASE
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THIS TO BE AGREED WITH NCC HIGHWAYS AT DETAIL DESIGN STAGE.
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Filter Drain with perforated pipe to be
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of the Old Railway Gatehouse where
a dished channel is proposed instead
to avoid any collision with the
foundations of the house ).
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