
Brechfa Forest Connection
Development Consent Order Application - Reference EN020016

EIA30 Appendix 1  
Tables 20.1 & 20.2

November 2015

Regulation 8(1)(b) of the Infrastructure Planning
(Examination Procedure) Rules 2010

EI
A

30
 A

pp
en

di
x 

1 
Ta

bl
es

 2
0.

1 
&

 2
0.

2 
 

   
   

   
   

 
 

 
 

   
  

   
  9

.2
.2

6



 
 
 
 

EIA30 Appendix 1 
 

1 

Table 20.1 – Summary of environmental commitments during the construction phase  

Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

8 Land Use, 
Agriculture and 
Forestry 

Liaison with affected 
landowners 

 Identify potential constraints and 
barriers to construction, appropriate 
planning and timing of works to reduce 
conflicts, and provision of temporary 
measures where necessary. 

WPD  Embedded 
mitigation – WPD 
standard practice 

9 LVIA  No additional mitigation measures 
required. 

 N/A 

10 Ecology Disturbance to 
otters/Twaite Shad 
and pollution in 
River Towy 
SSSI/SAC 

 No night time working; 
 HDD outside of migratory period (for 

twaite shad and allis shad); 
 underground compounds (including 

HDD pits) located at least 25m from 
River Towy; 

 directional lighting at compounds; and 
 pollution prevention measures. 

Main Works 
Contractor 

Schedule 3, 
Requirement 7; 
Schedule 3 
Requirement 16 

 Habitat disturbance 
to Local Wildlife 
Sites 

 Lightweight vehicles and protective 
surfaces; and 

 hand-stringing of conductor wires, 
where appropriate. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20) 

 Habitat loss to 
woodland, scrub 

 Coppice vegetation; and 
 plant gaps under OHL with low growing 

WPD CEMP and HMP 
(Schedule 3, 
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

and trees shrubs/trees. Requirement 20) 

 Habitat loss to 
hedgerows 

 Breach reduced to 8 metres;  
 re-planted with translocated portion of 

hedgerow, promptly; and 
 Hedgerows laid 

WPD/ Main 
Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20) 

 Habitat disturbance 
to marshy grassland 

 Lightweight vehicles and protective 
surfaces. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20) 

 Habitat loss to 
plantation woodland 

 Target clearance of sitka spruce; and 
 re-plant areas with slow growing tree 

species. 

WPD CEMP and HMP 
(Schedule 3, 
Requirement 20) 

 Habitat loss to 
mature trees 

 Mature trees to be coppiced/retained as 
habitat poles where possible. 

WPD CEMP and HMP 
(Schedule 3, 
Requirement 20) 

 Habitat disturbance, 
pollution and tree 
removal  

 Crossing points reduced to 8m and fully 
reinstated; and 

 pollution prevention measures followed 
during UG cabling and tree removal. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20) 

 Causing invasive 
plant species to 
spread 

 Invasive Weeds Management Plan 
(Annex 6 of the CEMP, Volume 8.6) 
and detailed protection measures. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20) 

 Disturbance to  Pre-construction survey;  WPD CEMP (Schedule 
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

badger setts  micrositing; and 
 disturbance licence (if required). 

3, Requirement 
20) 

 Loss of potential 
roost sites and 
foraging/commuting 
habitat for bats 

 Pre-felling inspections; 
 retention of features as ‘habitat poles’; 

and 
 hedgerow translocations to be 

undertaken Nov-Dec . 

WPD CEMP (Schedule 
3, Requirement 
20) 

 Disturbance and 
injury/harm of birds 
during nesting 

 Vegetation removal outside nesting 
season; and  

 checks by an Ecological Clerk of Works 
during nesting season. 

WPD CEMP (Schedule 
3, Requirement 
20) 

 Habitat loss and 
disturbance/injury to 
dormice 

 Trees coppiced late September/early 
October; 

 prior to clearance in Nant Morlais wood, 
30 wooden dormouse nest boxes to be 
installed within the remaining woodland 
habitat; 

 vegetation (including hedgerows) 
checks for nests by an ecologist; 

 all works undertaken under supervision 
by an Ecological Clerk of Works; 

 dormice translocated to nest boxes if 
found; and 

 wherever possible brash piles left in 
situ. 

WPD CEMP (Schedule 
3, Requirement 
20) 
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

 Habitat loss to fish 
and disturbance to 
spawning 
grounds/migration 

 HDD outside sensitive periods; and 
 pollution prevention measures. 

Main Works 
Contractor 

Schedule 3, 
Requirement 7 

 Disturbance to 
commuting/foraging 
otters 

 No night time working at HDD; 
 pre-construction survey for breeding 

sites (if works not started within 2 years 
of surveys); and 

 open-cut trenches will not be left open 
overnight, or ramps will be installed to 
provide exit points for otters. 

WPD/Main 
Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20) 

 Habitat loss and 
injury/harm to 
reptiles 

 Strimming and hand searching a week 
later in high risk areas, associated with 
underground works; and 

 hedge sections to be removed under 
watching brief by an Ecological Clerk of 
Works and any reptiles removed to at 
least 50m away. 

WPD/Main 
Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20) 

11 Heritage Historic hedgerows  Temporary removal and subsequent 
replacement. 

WPD/ Main 
Works 
Contractor 

WSI (Schedule 3, 
Requirement 12) 

 Damage to assets  Micro-siting of poles and precise 
location of underground cable trenches 
within the Order Limits. 

WPD WSI (Schedule 3, 
Requirement 12) 
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

 Predicted physical 
impacts 

 Investigation and recording of 
archaeological remains through 
archaeological watching brief; 

 the mitigation of effects on palaeo-
environmental and geo-archaeological 
evidence that would be disturbed during 
construction; 

 a procedure for the assessment, 
analysis, and public dissemination of 
the results of the programme of 
archaeological work; and 

 reinstatement of boundaries, trackways, 
earthworks and other physical elements 
of the historic environment. 

WPD WSI (Schedule 3, 
Requirement 12) 

 Preservation in situ 
for any assets within 
Order Limits 

 Establishing ‘exclusion zones’ within 
the working area, where archaeological 
remains are fenced and signed and no 
below-ground works undertaken; and 

 establishing alternatives to topsoil 
stripping to protect archaeological 
remains in situ. 

WPD WSI (Schedule 3, 
Requirement 12) 

 Archaeological 
remains not 
preserved in situ 

 A record secured by appropriate 
fieldworks and recording. 

WPD WSI (Schedule 3, 
Requirement 12) 

 Reinstatement  On completion of construction works Main Works Schedule 3, 
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

the working width will be reinstated to 
pre-construction conditions, with 
intrusive activities avoiding areas of 
known buried archaeological remains 
preserved in situ. 

Contractor Requirement 21 

12 Geology and 
Ground 
Conditions 

  No additional mitigation measures 
required. 

 N/A 

13 Hydrology 
and Flood Risk 

Pollution  Pollution Prevention Guidelines (in 
particular PPG5) and best practice will 
be adhered to in order to reduce the 
instance of silt laden and or 
contaminated runoff from the site. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20) 

 Stockpiles, exposed 
ground and 
sediment 

 Minimise amount of exposed ground 
and soil stockpiles from which water 
drains and the period of time such 
water drains; 

 gaps will be provided at intervals in the 
stockpiles to act as water pathways to 
ensure that floodwater movement is not 
hindered and surface water flooding is 
not exacerbated; 

 only remove vegetation from the area 
that needs to be exposed in the near 
future; 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

 seed or cover stockpiles; 
 all soils will be stored away from 

watercourses and any potentially 
contaminated soil will be stored on an 
impermeable surface and covered to 
reduce leachate generation and 
potential migration to surface waters; 

 use of silt fences at the toe of the 
slopes, made from semi-permeable 
geotextile fabric, vertically held on 
timber post, to reduce sediment 
transportation; 

 use of silt traps on the inlet or outlets 
side of culverts to reduce sediment 
transportation; and 

 use of straw bales to filter out sediment 
from normal flows in drainage ditches, 
pinned into position to avoid being 
washed away.  Silt laden bales should 
be discarded in line with relevant waste 
regulations. 

 On-site working  Ensure that any vehicle or plant 
washing is carried out on designated 
areas of hardstanding at least 10m from 
any watercourse or surface water body; 

 ensure settled solids are removed 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

regularly; and. 
 dispose of contained water by tanker off 

site. 

 Safe storage and 
use of concrete and 
cement, concrete 
and cement mixing 
and washing areas 

 Be sited 10m from any watercourse or 
surface water drain to minimise the risk 
of runoff entering a watercourse; 

 have settlement and re-circulation 
systems for water re-use, to minimise 
the risk of pollution and reduce water 
usage; and 

 dispose of contained water by tanker off 
site. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Safe storage and 
use of oils and 
chemicals 

 Fuel, oil and chemical storage should 
be on an impervious base within a 
secondary containment system such as 
a bund.  The base and bund walls 
should be impermeable to the solution 
stored and be able to contain at least 
110% of the volume stored; 

 the storage facility should be sited at 
least 10m from any watercourse and 
50m away from any well, borehole or 
spring; and 

 appropriate spill kits should be stored in 
the immediate vicinity of the storage 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

facility and trained staff to utilise in case 
of incident. 

 When refuelling  Refuel mobile plant in designated 
areas, or on impermeable base away 
from drain, watercourses or abstraction 
locations; 

 use a bunded bowser; 
 supervise all refuelling and bulk 

deliveries; 
 check the available capacity in the tank 

before refuelling; 
 do not jam open a delivery valve; 
 check hoses and valves regularly for 

signs of wear; 
 turn off valves after refuelling and lock 

them when not in use; 
 position drip trays under pumps to 

catch minor spills; 
 keep a spill kit with sand, earth or 

commercial products for containment of 
spillages; and 

 provide incident response training to 
staff and contractors. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Vehicle and wheel 
washing on site 

 Vehicle washing and cleaning should 
be carried out in areas that area clearly 
marked and isolated from surface water 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

drainage systems, unmade ground and 
porous surfaces; and 

 a designated washing bay should be 
designed so that runoff is; isolated 
using channels, gullies, gradients, 
directed to a silt trap or sediment tank 
to remove larger particles, and either 
collected in a sealed systems for reuse 
or authorised disposal or discharged to 
public foul sewer. 

 Oils and trade 
materials on site 

 If possible use biodegradable hydraulic 
oil in plant when working in or near 
watercourses; 

 if possible use water based or low 
solvent products; 

 avoid products containing lead as a 
drying agent and those containing 
hazardous solvents; and 

 provide safe and secure storage. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Culverting  If required culverts for watercourse 
crossings will be sized accordingly to 
accommodate existing  flows; 

 overland flow paths will be defined to 
provide relief if culverts become 
partially or fully blocked. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

 Uncontrolled runoff 
from access tracks 

 Temporary access tracks where 
required will be constructed. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Uncontrolled runoff 
from construction 
compound 

 A form of attenuation will be required on 
site to maintain flow rates are the pre 
development level.  Any flows in excess 
of the infiltration rates will be stored in 
the attenuation facility and will not 
impact on land outside of the site.  The 
specifications of the attenuation facility 
to be determined at the detailed design 
stage. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Site Specific HDD 
Mitigation 

 Where HDD works are proposed, 
generally the principles of the Pollution 
Prevention Guidelines will be followed.  
Site specific pollution control measures 
will be employed.  It has been identified 
that all equipment containing hazardous 
fluids will have double skinned fuel 
tanks or be parked on drip trays with 
PVC berms to contain any fluid spills or 
storm water runoff.  Spill kits will be 
carried on all plant that operates with 
hazardous fluids. 

 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

 Surface water 
discharges 

 dewatering of all excavations to be 
subject to a permit from NRW and the 
process proactively managed to meet 
at least the permit conditions; 

 no silty water to be pumped directly into 
any watercourse but be allowed to 
settle out (for example, in settlement 
lagoons) or filtered (for example, using 
straw bales to filter out coarse particles) 
prior to discharge, in accordance with 
permit conditions; 

 where settlement or filtering is not 
practicable, alternative disposal options 
will be considered for example, 
discharge onto a grassed area (with 
consent from the land owner and 
following NRW consultation), and 
discharge to foul sewer (if present in 
the area and with consent from the 
local sewerage authority); 

 if clean water is discharged into a 
watercourse, a baffle will be fitted to the 
discharge point to prevent disturbance 
of the watercourse bed; 

 watercourses will be protected from 
contaminated surface water runoff by 
using French drains, cut off drains, 
grips, silt fences or bunds round the 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20) 
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

edge of watercourses. Numerous small, 
passive mitigation measures will be 

 installed in preference to one large 
treatment system to prevent large scale 
water build up; 

 existing and new surface water drains 
will be kept clear of silt or weed build 
up; 

 road and hard surfaces will be kept 
clean, to prevent a build-up of mud and 
sediment that could contaminate 
surface water; and 

 implementation of a monitoring 
schedule to ensure that measures are 
taken to protect watercourses, 
boreholes, well, springs are effective. 

14 Noise and 
Vibration 

Deliveries  To be made during standard 
construction hours and carry out 
loading and unloading away from 
sensitive receivers. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Timetabling  To the extent practicable, complete 
works within standard construction 
hours; and 

 notification of residents where work 
outside standard hours or HDD works 
to be undertaken. 

WPD/Main 
Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

 Methods  Using quieter construction methods 
where required and where considered 
reasonable and feasible; 

 switch off equipment when not in use; 
 orienting equipment and excavation 

work sites where possible to reduce 
noise emissions to sensitive receivers; 
and 

 maintaining equipment in efficient 
working order. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Haulage  Where reasonable and feasible, 
locating haulage routes as far away as 
possible from residential receivers. 

WPD/Main 
Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Cumulative impacts  Where possible, avoiding using noisy 
plant simultaneously and/or close 
together. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Complaints  Establish a noise complaint handling 
procedure and respond quickly. 

WPD/Main 
Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

15 Air Quality Dust Management – 
Site Management  

 Record all dust and air quality 
complaints and exceptional incidents, 
identify cause(s), take appropriate 
measures to reduce emissions in a 
timely manner, record the measures 
taken, and make the complaints log 
available to the local authority when 
asked. 

WPD/Main 
Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Dust Management – 
Operations  

 Only use cutting, grinding or sawing 
equipment fitted or in conjunction with 
suitable dust suppression techniques 
such as water sprays or local 
extraction, e.g. suitable local exhaust 
ventilation systems; and 

 ensure an adequate water supply on 
the site for effective dust/particulate 
matter suppression/mitigation, using 
non-potable water where possible and 
appropriate. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Waste 
management 

 No bonfires or burning of waste 
material. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Dust Management - 
Operating Vehicles/ 
Machinery and 

 Ensure all vehicles switch off engines 
when stationary - no idling vehicles.  
 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

Sustainable Travel 

 Dust Management -   
Monitoring 

 When weather conditions are 
conducive to dust formation, undertake 
daily on-site and off-site inspection, 
where receptors (including roads) are 
nearby, to monitor dust, record 
inspection results, and make the log 
available to the local authority when 
asked.  

 carry out regular site inspections to 
monitor compliance with the dust 
management plan, record inspection 
results, and make an inspection log 
available to the local authority when 
asked. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Dust Management -   
Preparing and 
maintaining the site 
 

 Plan site layout so that machinery and 
dust causing activities are located away 
from receptors, as far as is possible; 

 keep site fencing, barriers and 
scaffolding clean using wet methods; 

 remove materials that have a potential 
to produce dust from site as soon as 
possible, otherwise cover or wet down 
dusty materials; and 

 avoid site runoff of water or mud. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

 Specific to 
earthworks 

 Re-vegetate earthworks and exposed 
areas/soil stockpiles to stabilise 
surfaces as soon as practicable. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

 Specific to track-out  Use water-assisted dust sweeper(s) on 
the access and local roads, to remove, 
as necessary, any material tracked out 
of the site; 

 avoid any dry sweeping of large areas; 
 if dusty materials are removed from 

site, ensure vehicles entering and 
leaving sites are covered to prevent 
escape of materials; and 

 inspect on-site haul routes for integrity 
and instigate necessary repairs to the 
surface as soon as reasonably 
practicable. 

Main Works 
Contractor 

CEMP (Schedule 
3, Requirement 
20)  

16 Traffic and 
Transport 

  No additional mitigation measures 
required. 

 A Construction Traffic Management 
Plan (Volume 8.7) has been prepared, 
which sets out how the movement of 
vehicles will be managed across the 
network and establishes best practice 
mitigation measures. 

 CTMP (Schedule 
3, Requirement 
17) 

17 Socio- Access  Where there is a crossing under the WPD/Main Schedule 3, 
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

economic OHL sections, the route of both the 
PROW/other access route and 
construction activities will be clearly 
marked upon the ground.  A banksman 
will be employed during the wire pulling 
exercise to control the crossing point. 

 Where an access route runs within the 
LoD, but does not cross it, the PROW 
will be clearly marked on the ground 
and appropriate warning signs will be 
placed at regular intervals along the 
route highlighting the danger and 
conflict.  A 5mph speed limit (with 
appropriate signs) will be enforced by 
the contractor along the route of the 
PROW.  Any significant pieces of plant 
being delivered along the route will be 
escorted by a banksman over the 
conflict section. 

 For PROW 2/8/1, where it crosses the 
proposed trench for the underground 
cable, will need rerouting along the 
edge of the work area.  The reroute will 
be within the Order Limits and 
separated from the construction area by 
a Heras fence.  The original PROW 
route will be closed for a short period 

Works 
Contractor 

Requirement 9 
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Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

during the construction works at this 
location.  Once the works have been 
completed, the original route will be 
reinstated. 

 For the potential temporary disruption 
to the pathway within Ashpits Pond 
Nature Reserve where the underground 
cable will be located in relation to the 
proposed works at Burry Port, the 
Applicant will make contact with the 
landowner and agree a suitable course 
of action during the temporary works. 

18 EMF  No additional mitigation measures 
required. 

 N/A 
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Table 20.2 – Summary of environmental commitments during the operational phase  

Chapter 
Reference 

Activity/Impact Proposed measure Responsibility How measure 
will be secured 

10 Ecology Habitat loss to 
woodland, hedgerows 
and mature trees 

 Sensitive pruning and woodland 
management; 

 risk based approach; 
 create a wind-firm crop around OHL 

in forestry sections; and 
 low-growing shrubs will be planted 

and maintained, ensuring a 5m 
clearance area between the 
vegetation and the OHL. 

WPD HMP (Schedule 
3, Requirement 
20) 

 Injury/harm to birds 
during nesting 

 Vegetation checks prior to 
clearance; and 

 training for vegetation surveyors. 

WPD HMP (Schedule 
3, Requirement 
20) 

 Injury/disturbance to 
dormice 

 Clearance late September/early 
October only; 

 woodland habitat will be cut on a 5-
year rotation to maintain a coppiced 
habitat; and 

 dormouse population monitoring will 
be carried out on the first, third and 
fifth year post-development within 
Nant Morlais wood. 

WPD HMP (Schedule 
3, Requirement 
20) 

 Impact on fish from 
EMF 

 Cable will be a minimum of 5m 
below the River Towy and 1.5m 

 Schedule 3, 
Requirement 7 
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below other watercourses and be an 
insulated cable with a sheath. 

13 Hydrology and 
Flood Risk 

Stockpiling, exposed 
ground and sediment, 
on-site working, safe 
storage and use of 
cements, concretes, 
oils/fuels, refuelling 

 As construction phase. WPD CEMP (Schedule 
3, Requirement 
20) 

 


