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EXISTING MAINTENANCE BOUNDARIES

Following discussions between Highways England (HE) and Northumberland County Council (NCC)
regarding limits of adoption at proposed Compact Grade Separated Junctions (CGSJs), this
technical note looks at existing junctions along the Al corridor within Northumberland to assess
existing arrangements at similar junctions to those proposed for the Morpeth to Felton (M2F)
scheme. Four grade separated junctions, of varying configurations, have been identified within the
NCC boundary, as described below. These arrangements have then been compared with the
proposed limits of adoption at three proposed CGSJs along the Al in Northumberland (AL1iN) M2F
scheme.

LIMITS OF ADOPTION ON THE EXISTING NETWORK

The red lines shown on the adoption drawings identify the extents of roads adopted by NCC,
however they are not detailed enough to show the exact point where adoption changes within
junctions. They also do not detail adoption arrangements at structures that cross the A1 mainline.
However, they provide a good indication of overall limits of adoptions / maintenance arrangements
at junctions.

Figure 1-1 - A1/ B1340 Junction, Denwick

At this junction the B1340 crosses the Al. The Al and connector roads, for their entire length
between the B1340 and Al carriageways, are maintained by Highways England. The extent of NCC
adoption continues along the B1340, over the overbridge. It is assumed that the carriageway on the
overbridge is maintained by NCC, and the structure is maintained by Highways England.
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Figure 1-2 - A1/ A1608 Junction, Alnwick
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At this junction the A1 meets Willowburn Ave and the A1068. The Al and connector roads, as far
as the roundabout on the northbound side and the end of the A1068 on the southbound side, are

maintained by Highways England. The surrounding roads, including the roundabout circulatory,
are maintained by NCC.

Figure 1-3 - A1/ Morpeth Northern Bypass, Northgate (St. Leonards Junction)

This is a new traditional dumb-bell junction where the A1 meets the Morpeth Northern Bypass.
The majority of the junction, including the roundabouts, appears to be maintained by Highways

England, however the roads leading up to the roundabouts on either side, and the connector road
under the A1, are maintained by NCC.
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Figure 1-4 - A1/ A197 Junction, Clifton
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At this junction the Al crosses the A197. The Al, and the north facing slip roads, are maintained by
Highways England and the A197 is maintained by NCC. It is unclear where the exact limit of the
A197 adoption is on the western side of the Al.

Summary of Existing Maintenance Boundaries

It appeared from the study that the precedent set by existing adoption arrangements at junctions is
for all local and through roads to be maintained by NCC, and all roads connecting these routes to
the Al to be maintained by Highways England. Where roundabouts are in place only to connect the
Al to the local network, such as at Northgate, the circulatory is under Highways England
maintenance, whereas at roundabouts serving additional routes, such as at Alnwick, the circulatory
is under NCC maintenance.
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PART A — MAINTENANCE BOUNDARIES

A previous exercise carried out by WSP proposed that future maintenance responsibilities would lie
as follows;

Figure 2-1 - Proposed maintenance responsibilities - First propsal

Highlaws Junction Fenrother Junction Westmoor Junction

Red = Highways England
Blue = NCC
Green = Shared Maintenance Responsibility

Area 14 were in agreement with these proposals, however NCC were not. Following the study of
existing adoption limits, WSP recommended that in line with maintenance boundary arrangements
at junctions along the Al through Northumberland, connector roads with direct connections from the
A1l mainline should be maintained by HE, with NCC maintaining the side roads leading up to these,
for consistency with the rest of the surrounding network. This would be represented as follows;

Figure 2-2 - Proposed maintenance responsibilities — Second proposal

Highlaws Junction Fenrother Junction Westmoor Junction

Red = Highways England
Blue = NCC
Green = Shared Maintenance Responsibility

Following consultation with NCC regarding this revised recommendation, further alterations to the
proposals have been requested. NCC identified that the examples previously shown of maintenance

Page 4 of 11



L ]
Al in Northumberland: Morpeth to Ellingham } h Ig hways

england

Maintenance Boundaries Technical Note

arrangements at existing junctions reflect locations where strategic local connectivity across the
mainline is required. NCC have requested that, as the proposed junctions will primarily serve local
connectivity to the A1l rather than any significant east/west movements, the entirety of the junction
should be maintained by Highways England. Stannington junction has been given as an example of
this arrangement, as per the adoption drawing below;

Figure 2-3 - A1 Junction, Stannington

It has also been identified by both NCC and Highways England that the maintenance arrangements
at St. Leonards Junction have not yet been confirmed.

NCC have provided sketches highlighting their proposals, as shown below. These have been
discussed with Highways England, who in principal are willing to accept these proposals.

Figure 2-4 - Proposed maintenance boundaries — Third proposal

Highlaws Junction Fenrother Junction Westmoor Junction

Red = Highways England
Blue = NCC
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Further to this agreement Highways England have requested that the extents of responsibilities for
the soft estate be defined at an early stage. This will cover verges, earthworks and grassed areas
adjacent to the carriageway and within the highway boundary. Formal arrangements for this will be
determined at the Detailed Design stage, along with the exact point where the adoption changes
within the local and connector road junctions. Initial proposals are for these to be in line with the
carriageway maintenance boundaries, as shown below;

Figure 2-5 - Proposed soft space maintenance responsibilities

Highlaws Junction Fenrother Junction Westmoor Junction

Red = Highways England
Blue = NCC
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CAUSEY PARK OVERBRIDGE

As Causey Park Road will require an overbridge to maintain local east/west connectivity, it is
proposed that a joint maintenance agreement should be in place, whereby Highways England
maintain the structure up to and including the waterproofing layer, and NCC maintain the
carriageway and footways crossing it. This is demonstrated in the indicative sketch below;

Figure 2-6 - Typical cross section at abutment

Figure 2-7 - Typical cross section at span

Red = Highways England
Blue = NCC

NEXT STEPS

Further to the agreement in principal regarding the junction, we recommend that the revised
proposals, including the proposals for the soft estate, are taken forward to further consultation with
Area 14 and NCC, to be formalised at the Detailed Design stage.

Clarity is currently being sought on the level of detail required for the DCO submission. This note will
be updated in due course to reflect this.
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