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Chapter  Environmental topic 

to be monitored 

Monitoring Means to be achieved1 

Air Quality Dust and Air Quality An Air Quality and Dust Management Plan, will be developed as a 

requirement, which will incorporate an Air Quality Monitoring Plan if 

required, in accordance with the former plan.  This will include monitoring 

of dust to be undertaken during the construction phase. This includes 

visual inspections of the site perimeter and dust levels on site. All dust 

control equipment will be maintained and maintenance and servicing 

activities recorded and haul routes will be inspected for integrity and 

repaired as necessary. 

This will be agreed with the Relevant Planning Authority (RPA).  A 

separate monitoring plan could be produced for Construction and 

Operation 

Monitoring at the Northampton Kingsthorpe monitoring station will provide 

NO2 and PM2.5 concentrations during the construction of the development 

and once it is operational. Monitoring of NO2 in Blisworth and Milton 

Malsor will continue for three years beyond the completion of the 

development. Monitoring of vehicles types will also be undertaken in 

order to have a record of Euro Classes. This information will be used to 

encourage cleaner vehicles to be used. 

Plan to be provided within Detailed 

Construction and Operational 

Environmental Management Plan 

(Detailed CEMP) 

(Outline CEMP provided in ES 

Appendix 5.2) 

Requirement of DCO 

Agricultural Land Restored soils Restored soils will require on-going, post-construction monitoring to 

ensure that they have been restored to a high standard and are able to 

fulfil their anticipated ecosystem functions. Such monitoring will entail 

annual site visits during which soil profiles are observed and the physical 

characteristics assessed. Monitoring the development of soil structures, 

establishment of drainage channels and identifying compaction issues will 

 Monitoring programme to be described 

in the Soil Resources Management 

Plan  

 (Plan to be delivered post-DCO)  
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enable the determination of any necessary remedial works. 

The frequency and duration of such visits will be detailed in the Detailed 

Soil Resources Management Plan and would be undertaken as 

necessary.   

Requirement of DCO 

Archaeology Archaeological finds 

during construction/ 

earthworks 

The completion of an agreed programme of archaeological mitigation 

works, devised in consultation with NCC Archaeology Team, would offset 

the loss of archaeological resources that would occur as a result of the 

construction of the Proposed Development.  This would ensure that the 

archaeological effects are fully addressed prior to or during the 

construction phase and it is considered that no post-construction 

monitoring is required in relation to consideration of the archaeological 

resource within the Main SRFI Site. 

A similar Written Scheme of Investigation will be prepared following 

surveys at J15a and Tove roundabout (Junction 14), and any ongoing 

monitoring outlined therein.  The preliminary surveys will be required to 

be completed following site clearance. 

Through Written Scheme of 

Investigation  

(Main SRFI Site WSI  provided at DCO 

Document 7.14 – J15a/ Tove WSIs to 

be provided post-survey) 

Requirement of DCO 

Built Heritage Success of 

landscaping 

Post-construction monitoring to ensure that the proposed mitigation 

measures, in the form of landscaping and bunding works to the north of 

the Main SRFI Site between Milton Malsor is successfully undertaken.  

This would form part of the proposed monitoring for the 15 year 

Landscape Management and Maintenance plan, within each Detailed 

CEMP. 

Through 15 year Landscape 

Management and Maintenance Plan 

(Outline Plan provided at DCO 

Document 7.11) 

Requirement of DCO 

 Success of planting Monitoring of new planting proposed as part of the embedded landscape 

mitigation will be necessary for the construction and initial operation 

period.  Any such planting will include the replacement of any defective 

plant material during the establishment period. This is to ensure the 

Through 15 year Landscape 

Management and Maintenance Plan 

(Outline Plan provided at DCO 
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planting successfully establishes and can achieve its intended function.  

The approach to this is detailed further within Chapter 15 – Landscape 

and Visual Impact. 

Document 7.11) 

Requirement of DCO 

Ground Conditions  Success of 

construction control 

measures to minimise 

construction effects 

Monitoring will be required during construction to confirm that the works 

have been undertaken in accordance with the: 

• Detailed Construction and Operational Environmental 

Management Plan (Detailed CEMP).  

• Detailed Pollution Prevention Method Statement (PPMS). 

• Detailed Remediation Method Statement (RMS). 

• Geotechnical Design Reports and the Earthworks Specifications. 

No post-construction monitoring is required. 

The procedure for monitoring will be outlined in each Detailed CEMP 

Through Detailed CEMP  

(Outline CEMP provided in ES 

Appendix 5.2) 

Requirement of DCO 

Hydrology, 

Drainage and Flood 

Risk 

Watercourses Visual inspection and maintenance of any watercourse crossings to 

remove any blockages or notice structure deficiencies within the system, 

and a visual inspection of the drainage systems within the Order Limits. 

The procedure for monitoring will be outlined in each Detailed CEMP as 

a ‘Management Strategy for Water Resources’. 

Through Detailed CEMP  

(Outline CEMP provided in ES 

Appendix 5.2) 

Requirement of DCO 

Biodiversity  Habitat creation For the first three years after the creation of each parcel of habitat parcel, 

monitoring of the ecological features that are the subject of the Ecological 

Creation and Habitat Management Plan (as it stands at that time) will be 

undertaken annually to cover the early critical period of vegetation 

establishment for the first 3-years. If unsatisfactory outcomes at this stage 

necessitate major remedial actions (e.g. re-seeding of grassland), the 

three-year period of annual monitoring will restart at the relevant location 

from that time. Thereafter monitoring will take place in Year 5 and  

subsequently every third year.   

Through Detailed Ecological Creation 

and Habitat Management Plan 

(Outline EC&HMP provided at DCO 

Document 7.10) 

Requirement of DCO 
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The Ecological Creation and Habitat Management Plan will contain the 

monitoring plan.  

It will support monitoring undertaken through the 15 year Landscape 

Management and Maintenance Plan as described in the Landscape and 

Visual section below. 

 Construction effects The Ecological Clerk of Works will monitor environmental aspects of the 

CEMP of relevance to ecology (e.g. lighting, dust avoidance, fencing off 

of sensitive areas etc.).  The monitoring protocol will be outlined in the 

Detailed CEMP. 

Through Detailed CEMP  

(Outline CEMP provided in ES 

Appendix 5.2) 

 Requirement of DCO 

Landscape and 

Visual 

Success of planting/ 

habitat creation 

Post-construction monitoring of new planting and habitat creation 

undertaken as part of the landscape (and ecological) mitigation will be 

necessary.  Any such planting will be the subject of a maintenance and 

management programme which will include the replacement of any 

defective plant material during the establishment period. This is to 

ensure the planting successfully establishes and can achieve its 

intended function. The establishment and future success of the external 

landscape is largely dependent on the standard and frequency of the 

subsequent maintenance and management it receives.  

This will be secured through the 15 year Landscape Management and 

Maintenance Plan  and as a requirement of the DCO.  This plan 

outlines the proposed establishment monitoring, maintenance and 

management programme.  Throughout the development period and 

thereafter a maintenance and management regime will be adopted in 

accordance with the plan, following the aims and objectives as outlined 

in the Landscape and Ecological infrastructure Strategy (DCO 

Through 15 year Landscape 

Management and Maintenance Plan 

(Outline Plan provided at DCO 

Document 7.11) 

Requirement of DCO 
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Document 7.12). 

Appendix A of the Outline 15 year Landscape Management and 

Maintenance Plan details the proposed maintenance and management 

works over the first 5-year period.  Works undertaken, and scheme 

progress will need to be assessed annually, with a major assessment 

after the fourth year to allow revision to the existing maintenance and 

management regime to reflect findings.  This assessment will be carried 

out in conjunction with the Ecological Consultant with the opportunity 

provided for local stakeholders to input into the long term aims and 

objectives and to raise any concerns on issues that may have arisen.  

This approach will ensure that the requirements for habitat creation and 

the successful establishment of robust structural planting belts are met.  

Maintenance for the following years is to be reviewed at 3-year intervals 

using the same method to ensure the appropriateness of the regime. 

At the end of this initial 15-year period a full review of the management 

approach will be undertaken.  Revisions and amendments will be 

included to form the basis of an amended plan (Detailed 15 Year 

Landscape Management and Maintenance Plan) to ensure that the 

landscape continues to develop its ecological potential and to maintain 

the benefits of the enhancements provided 

Noise and Vibration Construction noise 

and vibration 

Monitoring of noise and vibration will be required and details will be 

developed and finalised at a later stage in conjunction with the Relevant 

Planning Authority (RPA) and other stakeholders to ensure their particular 

requirements are met. Initial proposals for the construction phase are 

included within the Outline CEMP (ES Appendix 5.2).   

 

Through Detailed Construction Noise 

and Vibration Management Plan  

(Plan to be provided) 

In accordance with principles outlined 

in Outline CEMP  
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(ES Appendix 5.2).   

Requirement od DCO 

 Operational noise and 

vibration 

Monitoring of noise and vibration will be required, and details will be 

developed and finalised at a later stage in conjunction with the RPA and 

other stakeholders to ensure their particular requirements are met. Initial 

proposals for the Operational phase are included within the Outline 

CEMP (ES Appendix 5.2)  and will be developed further as necessary at 

the appropriate time in the Operational Noise and Vibration 

Management Plan. 

Through Detailed Operational Noise 

and Vibration Management Plan  

(Plan to be provided) 

In accordance with principles outlined 

in Outline CEMP  

(ES Appendix 5.2).   

Requirement of DCO 

Highways and 

Transportation 

Success of Framework 

Travel Plan 

The Framework Travel Plan (DCO Document 7.8) will be monitored for a 

period of ten years from the first occupation at the site.   Its success will 

be monitored and reviewed by the appointed Travel Plan Coordinator and 

Northamptonshire County Council every two years. 

 

Should the measures and initiatives be unsuccessful then these may be 

adjusted or alternative measures could be implemented to meet and 

encourage travel by sustainable modes. 

 

A key aim of the highway improvements is to attract traffic towards the 

strategic road network, thereby reducing rat-running through local villages 

in Milton Malsor and Blisworth. Based on the outputs of the NSTM, the 

proposed highway improvements achieve this aim. However, it is 

important to recognise that there are limitations to any forecast highway 

model, and that the effects of the Proposed Development should 

therefore be monitored once operational so that unexpected levels of rat-

running through local villages can be addressed. Safety on the local road 

Through measures in Framework 

Travel Plan 

 

(DCO Document 7.8) 

 

Requirement of DCO 
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network (including junctions where insufficient data is available to 

establish whether improvements to road safety have been acceptable) 

will also be monitored. 

 

It is anticipated that monitoring will be carried out annually once the 

Proposed Development is operational through one week ATC surveys. 

These will be located on Northampton Road (in the vicinity of the 

Proposed Development), Collingtree Road and Towcester Road (between 

Blisworth and the A43). The observed traffic flows from these surveys will 

be compared to the expected traffic flows as derived from the NSTM to 

determine whether further mitigation measures are required. The potential 

mitigation measures that could be implemented are set out within the 

Operational Traffic Management Plan (DCO Document 7.9b), and will be 

secured as part of the S106 obligation.  

Socio Economics Success of training 

and skills package 

A Local Employment Scheme will be prepared and agreed with South 

Northamptonshire Council. This will include details of the frequency of 

monitoring and selection of Key Performance Indicators. The aim is to 

increase training and skills development to enhance the benefits of the 

Proposed Development. 

Beyond this, it is not anticipated that any socio-economic monitoring 

procedures are necessary, as no mitigation measures are deemed 

required to resolve any significant adverse socio-economic effects arising 

from the Proposed Development. 

Through Local Employment Scheme 

– to be provided within Detailed CEMP 

(Outline CEMP held in ES Appendix 

5.2) 

Lighting Construction lighting The monitoring of aspects of the mitigation associated with the 

Proposed Development will be necessary in order that the residual 

effects can be judged. This also allows adjustments to be made, where 

necessary. 

Monitoring during construction will be covered within the Detailed 

Construction Lighting Management Plan (to be developed in 

Detailed Construction Lighting 

Management Plan (in accordance 

with principles in Outline CEMP) 

(Plan to be provided) 
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accordance with the principles in the Outline CEMP).  This will include 

periodic monitoring and makes provision for necessary remedial works, 

and deals with the control of lighting associated with night-time 

construction activities. 

The monitoring will assess the effectiveness of the implemented 

mitigation measures and will be based upon: 

• Horizontal and Light Trespass, based on measured conditions; 

and 

• Glare and Direct Sky Glow, based on visual assessment. 

Monitoring criteria will be assessed against all of the embedded 

mitigation measures which will be implemented throughout the phases of 

the Proposed Development, and will ensure that the measures in the 

Detailed Construction Lighting Management Plan to control lighting 

during construction are acceptable.   This will include monitoring by the 

Ecological Clerk of Works to ensure intended effects on ecology is 

achieved. 

Monitoring will be in place throughout the construction phases.  

The monitoring protocol will also be used as part of a complaint 

resolution procedures. 

 Operational Lighting An Operational Detailed Design Lighting Plan (to be developed in 

accordance with the principles in the Outline CEMP) will be prepared 

which will follow a similar procedure as required as for the construction 

phase. 

The timescale for monitoring during the operational phase will be agreed 

with the RPA. 

Operational Detailed Design 

Lighting Plan (in accordance with 

principles in Outline CEMP) 

(Plan to be provided) 
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Waste Waste targets for 

construction 

Appropriate targets will be set in relation to the minimisation and 

recycling of any construction waste materials to be agreed with the 

proposed Principal Contractor. Suitable material specific targets for 

recovery (re-use or recycling) can then be set. 

A suitable programme of monitoring of these targets should also be put 

in place to: 

• Quantify raw material wastage; 

• Quantify the generation of each waste stream; 

• Record any improvements in current working practices; 

• Record the methods by which the waste streams are being 

handled and stored; and 

• Record the available waste disposal routes used.  

Specific waste quantification and monitoring will be undertaken through 

the Detailed Site Waste Management Plan (SWMP) 

Through Detailed Site Waste 

Management Plan (SWMP)  

(Outline SWMP is held at Appendix H 

of the Outline CEMP in ES Appendix 

5.2) 

Requirement of DCO 

 Operational waste Monitoring of operational waste from the activities of the Main SRFI Site 

will be the responsibility of the individual operators.  

Compliance assessment to ensure all waste generated by the individual 

operators is subject to appropriate management and controls as 

required by the relevant waste legislation and that each of the 

organisations are complying with their waste ‘duty of care’.  

Through reporting of waste arising/ 

Duty of Care – to be outlined through 

Detailed SWMP  

 Requirement of statute 

Climate Change 

Mitigation & 

Adaptation 

Success of climate 

change mitigation 

proposals 

During the detailed design phase of the Proposed Development a 

Whole Life Carbon Assessment for each phase will be undertaken in 

order to facilitate GHG reductions through the use of materials with 

lower process emissions. Monitoring to ensure the measures relied on 

Through Detailed CEMP 

Requirement of DCO 
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are successful would be required - e.g. requirements in CEMP relating 

to control of air quality, waste, building site in accordance with DCO to 

allow for flood measures etc. 

 Greenhouse gas 

emissions (Climate 

Change Adaptation)  

As the proposed Adaptive Mitigation measures would reduce any 

significant environmental effects and would be enforced as 

requirements of the DCO, no post-mitigation monitoring is required. 

Individual operators (depending on size – UK quoted companies) may 

be required to report their greenhouse gas emissions as part of their 

annual Directors’ Report. 

N/A 

 
 

 


